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ADR AG

FEATURES: 

•	Easy	to	use	Cellophane	Overwrapper

•	Supports	products	of	various	sizes

•	Quick	format	change	with	adapters

•	Nice	folding	cellophane	finish

•	Adaptable	to	LAB510S	Labeller

•	Combine	with	EZ	Wrapper/Speedstar

•	„Two-button-start“	safety	control

•	Safety	cover	with	door			

•	Optional	table	available

•	Made	in	Germany

ADR	AUTOWRAPPER
SEMIAUTOMATIC CELLOPHANE OVERWRAPPER

The  ADR AUTOWRAPPER is a semiautomatic  

cellophane overwrapper. It folds the right and left side 

and welds the cellophane to a nice finish. You need 

to add another product to create the first welding on 

the long side. So you can use the ADR EZ Wrapper 

or the ADR SPEEDSTAR I & III to have a full over-

wrapping solution. The ADR AUTOWRAPPER can 

be combined with ADR labelling equipment in line. 

So you can add a label automatically to the wrapped 

product. The system comes with one set of adapters 

fitting to you product needs. We offer additional  

adapters to each format. This way you can change for-

mats in only a couple of minutes !
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ADR AG

Model ADR AUTOWRAPPER

Max. product height 100mm

Max. product width 200mm

Operation Semiautomatic „two-button-start“ system

Mechanism 2 side folding with welding

Power Supply 220/110 Vac 50/60Hz 1 Phase

Option 1 Mobile table in different versions
Adjustable height, with cabinet or customized

Option 2 EZ Wrapper, Speedstar I & Speedstar III

System Dimension(LxWxH in mm) 1004 x 504 x 315 Autowrapper only
1004 x 504 x 440 Autowrapper & Speedstar 1

System Weight 44Kg Autowrapper only
54,5KG Autowrapper & Speedstar1

Certifications FCC, CE, RoHS

 
 
AUTOWRAPPER WITH SPEEDSTAR II

ADR	AUTOWRAPPER	
TECHNICAL SPECIFICATIONS


